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Chapter 1: Introduction to the CB-1000   

1.1 CB-1000 Overview  

The CB-1000 is a programmable single-gang wall-mount button controller designed to provide 
intuitive control over standard AV devices such as projectors, DVD players and audio amplifiers.  
By utilizing rubberized tactile push buttons the CB-1000 combines a familiar and flexible 
interface with reliability, ease of use, and style.  The CB-1000 functions as a stand-alone button 
panel with a single IR output, which can be split to control multiple devices, or can be used in 
combination with Calypso Pro I/O and ION controllers to add serial, relay or network control for 
any number of devices. In addition, the CB-1000 includes two powerful new features: password 
protection and a 24 hour IR output event timer.   

The CB-1000 interface can be field-configured with a variety of labeled push buttons.  With 
features including rotating IR codes, built-in IR learning, a selectable audible click, and 
automated cloning, the CB-1000 fits into a wide range of professional control applications.  CB-
1000 Utility Software is used for setup and cloning, through an on-board 3-pin serial 
programming port.   

                        Push Button Label Set            
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1.2 Connecting to the CB-1000  

Connect to the CB-1000 through its 3-pin phoenix style serial program port, used in combination 
with the CB-1000 Utility Software.  Several steps are necessary, however, before you begin 
programming the unit with the Java based CB-1000 configuration utility.  

1.2.1 Build a Serial Programming Cable  

Using the 3-pin connector (included), build a serial cable with the 3-pin connector at one end 
and a standard 9-pin RS-232 connector at the other end, with the following specifications:  

Solder wires to pins 2, 3 and 5 of a female, 9-pin RS-232 connector 
Connect the wire on pin 2 (Rx) to the removable connector pin 2 (Tx) 
Connect the wire on pin 3 (Tx) to the removable connector pin 1 (Rx) 
Connect the wire on pin 5 (Gnd) to the removable connector pin 3 (Gnd)   

1.2.2 Connecting Power  

Attach one end of + and 

 

power wires to a 2-pin removable connector.  Attach the other 
end of the wires to pins 1 and 2 of a 4-pin removable connector. 
Plug the 4-pin power connector into 4-pin block A on the TB-CW. 
Plug the 2-pin power connector into the CB-1000 power receptacle 
Plug the 12vdc power supply into the TB-CW.  

NOTE: When launched the configuration utility tries to auto-connect to the CB-1000, and if 
successful the CB-1000 will beep. You can also manually select the com port from the pull 
down selection box. 
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