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Powering	
  the	
  CB-­‐2000	
  
	
  
The	
  Calypso	
  CB-­‐2000	
  utilizes	
  two	
  RJ-­‐45	
  ports	
  located	
  on	
  the	
  back	
  of	
  the	
  product.	
  The	
  metallic	
  colored	
  
port	
  is	
  the	
  LAN	
  port	
  that	
  accepts	
  a	
  standard	
  CAT-­‐5e	
  cable.	
  The	
  other	
  RJ-­‐45	
  port	
  is	
  for	
  I/O	
  and	
  also	
  uses	
  
a	
  standard	
  CAT-­‐5e	
  cable	
  for	
  receiving	
  power,	
  and	
  for	
  transmitting	
  IR	
  and	
  RS-­‐232	
  signals	
  (see	
  
illustrations	
  below).	
  

	
  
DO	
  NOT	
  PLUG	
  THE	
  LAN	
  CABLE	
  INTO	
  THE	
  I/O	
  PORT.	
  	
  

DAMAGE	
  MAY	
  RESULT	
  TO	
  THE	
  DEVICE.	
  
	
  

	
  
	
  

	
  

in	
  the	
  other	
  connector	
  port.	
  
	
  

shown	
  above.	
  Insert	
  the	
  green	
  lead	
  wire	
  (PWR)	
  from	
  TB-­‐8	
  into	
  the	
  screw-­‐down	
  port	
  of	
  the	
  2-­‐pin	
  

First,	
  separate	
  the	
  yellow	
  and	
  green	
  coloured	
  wires	
  and	
  remove	
  approximately	
  an	
  1/8	
  inch	
  of	
  the	
  

connector	
  terminal.	
  Firmly	
  tighten	
  the	
  terminal	
  screw.	
  Next,	
  take	
  the	
  yellow	
  wire	
  (GND)	
  and	
  tighten	
  it	
  

insulation	
  at	
  the	
  ends	
  exposing	
  the	
  bare	
  wire	
  (~1/8	
  in.).	
  Bundle	
  any	
  un-­‐spliced	
  wire	
  and	
  secure	
  them	
  as	
  




