
Narrow Bezel for  
Seamless Video Walls
With an amazing super narrow slim bezel of only 
2.4mm bottom and right, 4.3mm top and left, these 
displays keep the focus on your message and not 
the frame around it. With only 6.7mm gap “image to 
image”, the ultra slim design makes modular, multiple 
unit display configuration extremely flexible with a 
result that can appear virtually seamless.

Great Control  
Over Long Distances
The Samsung UT(n) Series uses an RJ45 interface as 
well as the conventional RS232C interface to facilitate 
easy multi-display remote control. The RJ45 interface 
is designed to control multiple monitors over long 
distances by LAN. 

Smart Scheduling 
Samsung’s UT-2 Series displays includes a Smart 
Scheduling feature that enables you to schedule when 
the monitor is on or off depending on time and date. It 
also enables you to set volume, input source, and even 
holiday designation. Up to 3 individual schedules can 
be set and stored for your convenience.

Low Power Consumption
Digital Power Management Signalling (DPMS) and 
Smart Scheduling as well as optional brightness 
sensors (sold separately) help to reduce power 
consumption by enabling units to turn off when not 
in use or not receiving a signal. The use of optional 
brightness sensors automatically lowers the screen’s 
brightness when ambient light around the screen is 
low. (Optional brightness sensor required for auto 
brightness adjustments).

UT Series Modular 
Mounting System for 
Video Wall Installations  
(optional accessories)
The Samsung modular mounting system for the UT 
series’ screens allows for not only fast installation, 
but also simple and easy access to any screen within 
the video wall once it is set in place. Ideal for service 
issues or if you just need access to connection points. 

Onboard PC for UTn-2  
and UTn-B Series
The new UTn-2 and UTn-B series includes a powerful 
built in PC to enable easy delivery, storage and display 
of your important content. With optimised CPU, RAM 
and storage, you will have the functions needed to get 
your message across effectively.

UT Series

Available models:	460UT-B / 460UTn-B 
	 460UT-2 / 460UTn-2

460UT-2 and 460UT-B Series for Video Wall Applications

Super Narrow Bezel Video Wall LCD screens
The UT-2 (for up to 24/7 applications – 700 cdm2 brightness) and UT-B series’ (for up to 16/7 applications with 450 cdm2 brightness) 
super narrow bezel screens are designed specifically for seamless video wall applications. Key new features include: DVI-out digital 
daisy chain capabilities, remote RJ45 multi display control, enhanced brightness, upgrades in connectivity, (DisplayPort and 2nd HDMI 
added) plus enhanced networking capabilities for the UTn-2 and UTn-B models.
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