UX-3 Series

Full HD Professional DID
LCD for 24/7 Operation

The P-DID LCD in the UX(n)-3 series is purpose built
for demanding applications. With built in cooling fans
and a 700cdm2 brightness the Samsung UX(n)-3
Series’ Digital Information Display panel ensures that
it remains readable and reliable.

Ultra-Thin 12mm
Bezel Thickness for
Seamless Video Walls

The ultra-thin bezels on the UX-3 series displays offer
a sleek look when the units are used as individual
displays, but also provide an effective video wall
solution with only 22mm gap “image to image” and
up to 10 x 10 matrix firmware support.

Great Control
Over Long Distances

The Samsung UX-3 Series uses an RJ45 interface as
well as the conventional RS232C interface to facilitate
easy and effective multi-display remote control.
The RJ45 interface is designed to control multiple
monitors over long distances by LAN and allow you to
enjoy digital connectivity.

Available models: 400UX-3 / 400UXn-3
L60UX-3 / 460UXn-3
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Energy Saving Features

The UX-3 series satisfies the EPA's latest Energy Star
5.0 certification criteria and employs VESA Display
Power Management Signalling (DPMS). Also, with an
optional brightness control sensor (sold separately),
the UX(n)-3 series consumes a low amount of power
when high brightness is not required.

Smart Scheduling

Samsung’s UX-3 Series displays include an intelligent
Smart Scheduling feature that enables you to
schedule when the monitor is on or off depending on
time, date, volume, input source, and even holiday
designation. Up to 3 individual schedules can be set
and stored for your convenience.

Onboard PC for
UXn-3 Series

The UXn-3 series includes a powerful built in PC
(refer to spec sheets for detailed PC specification)
to enable easy delivery, storage and display of your
important content.



